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Maximum Power Pmax 150W 155W  160W 165W 170W 175W 180W 185W
Open Circuit Voltage Voc 434V 435V 435V 440V 445V 448V 450V 453V
Short Circuit Current lsc 488A 490A 500A 510A 512A 517A 520A 523A i L
Maximum Power Voltage Vi, ~ 348V 354V 356V 358V 359V 360V 360V 361V T Ty -
Maximum Power Current I, 431A 438A 450A 461A 474A 486A 5.00A 5.12A P . /./ "ij:-.l_ 1550
Module Efficiency (%) 18 122 125 129 133 137 141 145 vae [ '- ya
Cell Efficiency (%) 14.1 14.5 15.0 15.5 16.1 16.6 171 17.5 d.-m Fo . L2457 w s ' T
a.qan rFoLCE o Ul
Tolerance +-3% L i na
Temperature Coefficients of (P /V /1) -0.44%/K / -0.33%/K / +0.03% /K 1' :w ‘.' sna
Maximum System Voltage ( IEC / UL ) 1000V / 600V R e L
L | - '
Electrical characteristics tested at Standard Test Conditions (STC), defined as: Irradiance of TR e lmed ez anen ey
1000W/m?’, Spectrum AM 1.5, and Cell temperature of 25 +2°C.

icehnicalSpeciicaions I | varous Temperatures

Dimensions 1580 x 808 x 45 mm [62.2 x 31.8 x 1.77 in]
6
Weight 15kg [33Ibs] ss
. 5
Frame Aluminium-alloy i [ [ \\
Packing Configuration 4 pcs per carton 3 !: I I —%
Loading Capacity (40 ft container) 560 pcs i
E 5 - B - . - " 4 4
5 year workmanship and 90/10, 80/25 year power warranty. < | =11 I o |
For full details see the Solarfun Limited Warranty available on request. L T
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Vel tage (V)
IRRADIANCE:AMLS, 1000w/ m’
Dimensions
1580 mm Various Irradiance Levels
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